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Future Live Broadcast Tools with

4G/5G* Network Internet Bonding



Portable Live broadcast tool
integrates two HDMI input signals, supports 4K input, and two USB camera inputs. It can also add different
signal sources through other capture cards, encoder, local videos, and network videos to achieve director
switching,  secondary editing, and high-efinition video. live broadcast. Qualcomm octa-core processor,
8G+128G memory, equipped with Android 10.0 operating Englis system, H.264/H.265 encoding technology,
built-in 5G network, WIFI6 wireless network.

Available through wired network, WiFi network, 5G/4G network
The 4G card tray realizes multi-network aggregation to achieve more stable and higher-definition live broadcast.
A portable broadcasting station that outputs HDMI signals for use by other live broadcast equipment. It can be
connected to a large screen display to display live broadcast images.

Support Video real-time packaging
Support various functions such as blue and green keying, AI keying, virtual studio, multi-video switching, local
video, online video background music, effect music, real-time subtitles, exclusive, LOGO, event score, News 
titles board, local recording. etc...

PRODUCT INSTRODUCTION 



Built-in V Guide
V Directing software can push streams to
any RTMP live broadcast platform,
such as Youtube, Facebook, Instagrame
Video Account, etc.

UVC OUTPUT UP TO 1080P60 FRAMES
UVC Output up to 1080P60 frames, can be directly

used with computer OBS/VMX and other directing software

Built-in V VirtualGuide
V Vertual Broadcasting software can virtualize

live broadcast ao any platform without a
push address such as Youtube, Facebook,

Instagrame Video Account, etc.



Push streaming live broadcast machine, multi-camera aggregation encoder--V guide
Broadcast, you can RTMP push the stream to Weizan, Kuaishou,

Video Account, Douyin Waiting for live streaming platforms
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ST-90 PRO 5G Virtual guide, which can be multi-camera, 
virtual live broadcast to Douyin, Xiaohongshu, WeChat
Platforms without push addresses such as Xin and Kuaishou

Mirrorless

Picture Transmission
Picture Transmission

Mirroless

Second
Kind
Application



Touch screen switcher, no need for capture card, direct 
connection to computer, can be used with Douyin Direct
Broadcasting Companion, Video Account Live Companion, 
Kuaishou Live Companion, Tencent Conference,
DingTalk, OBS, vimx and other software
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Special Note: UPC Output is Under Development
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Application
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ST-90 PRO 5G



Interface
Diagram



3.  Hot shoe, connecting tripod bracket, etc.

1. On/off key;

2. 5G SIM card + SD card tray,

4. RJ45 network cable interface, 1000M 
network

5. Microphone input, column microphone

6. Audio input, connect to mixer, computer 
audio frequency output.

7. Audio output, plug in headphones or as 
other It signal source is used.

Interface
Indicate



9. HDMI signal input 1, used to access 
ultrasonic High-definition signal sources, 
such as 4K cameras, etc.

8. HDMI signal output for extended display, 
Can be connected to a large screen, etc.

10. HDMI signal input 2, used to access high 
Clear signal sources, such as 4K cameras, 
etc.

12. USB3.0 interface for connection switching 
Keyboard\capture card\USB camera.

13. Charging interface 5V/3A, 12V/2A, support 
Supports QC3.0 fast charging.

11. USB3.0 interface for connection switching 
Keyboard\capture card\USB camera.

Interface
Indicate



Stronger Heart
More Memory
Stronger Computing
Power

Snapdragon 865 eight-core high performance

Main frequency 2.2GH

8G+128G memory

Android 10



5G IS UNIQUE

Configured with 5G Network, 
Higher bandwidth
Network to Meet the needs of ultra-high 
Definition Live Broadcast



HDMI-IN2

Multiple HD
Video input
lose with

2 HDMI 4K inputs
2 USB expansion inputs
1 HDMI 4K output
One way UVC output

HDMI-IN1 USB camera/capture card*2



Customized broadcast mode to meet large-scale
Live broadcast needs, watch from more angles
Live broadcast

Ten Camera Horizontal
screen Director switch



Customized broadcast mode to meet large-scale
Live broadcast needs, watch from more angles
Live broadcast

Ten Camera Vertical
screen Director switch



High Performance
Compress

High performance H264/H265 compression,
images More delicate, 

occupying less network bandwidth

H.264 Mainstream Video Encoding

Takin Up 100% Storage Space

Occupies 100% of bandwidth

H.265 Next Generation Video coding

Takin Up 500% Storage Space

Occupies 50% of bandwidth

The storage space and bandwidth occupied at the same resolution are reduced by 50%
and the picture quality is improved at the same bandwidth

High Compression ratio



Multi Audio Mix
Combined Input

High quality audio performance, 
mixer features, audio

Easy to switch



Video real time
Packaging function

Video editing function,
virtual studio, Title, LOGO, 
slow motion and other 
functions, Make live 
broadcast more professional

Title Mode                                                           Image Animation

Score Mode                                                            Text Editor



Can have 3 non-push addresses at the 
same time platform, and at the same
time start live streaming of goods.
For example : WeChat (video account),
Kuaishou and Douyin three apps at
the same time Start broadcasting

Application
Open More



[Heshi aggregation] Platforms with push address
All platforms or platforms without push address are supported.
Support the use of converged networks

Independent Gathering
Together A P P



Douyin APP live broadcast terminal
(You can watch the barrage interaction)

Special note: Expanding the control screen function is under development

Extended control 
panel function guide

In the virtual broadcast state, new expansion
Exhibit control panel functions

Expand control
screen function



Radio and television level virtual
Proposed studio
Effect creation



LONG BATTERY LIFE

10000mAh high-power battery, strong battery life, straight

Play for more than 3-4 hours

18W fast charging, live streaming and charging at the same time.

Easily handle long-term live broadcasts



Applicable Scenarios
For Live Broadcast

Live Broadcast of
Agriculture, Rural Areas and
Rural Areas

Physical Store 
Live Broadcast

E-commerce live
broadcast

Teaching Live Broadcast

Cross-border
e-commerce Live Broadcast

Humanities Life
Live Broadcast

Videoconference

Slow Live Broadcast



1 x WIFI 6 built-in module: IEEE 802.11

b/g/n/ac/ax

2.4G+5.8G 1 x Ethernet 1000M: local network port

1 x 5G network

B1/B2/B3/B4/B5/B7/B8/B9 /B12/B13/B14/B17

B18/B19/B20/B21(TBD)/B25/B26/B28/B29/B

30/B32/B66/B71

B34/B38/39/B40/B41/B42/B43/ B48/B46

B1/B2/B3/B4/B5/B6/B8/B19

2-way HDMI IN

3840*2160,1920*1080,1600*900,1440*900,

1440*1050,1366*768,1360*768,1280*1024,

1280*960,1280*800,1280*720,1280*600,10

24 *768,800*600, etc.

Digital audio: HDMI input Analog 

audio: microphone input and line audio input

Encoding method: H264/H265/VP8

Video encoding frame rate: 25/30/50/60fps

Director resolution: 4K/1080P /720P. 

Output bit rate: dynamically adjustable

Support network

Network

Audio

System:

Interface:

USB

SD Card

SIM Card

V88

Weight

Temperature range

Power consumption

power supply

1* Type-C        2* USB 3.0

Maximum support 256G

Medium Card

Width: 123mm Thickness: 23mm Length: 215m

0.35KG per unit  Packing weight: 0.4KG

0~45℃(working), -20~80℃(storage)

Battery capacity: 10000mAh (18W)

Battery powered charging voltage 3.6-8V/3A, 12V/2A

Operating System

Network

Screen

Memory

Upgrade

CPU

Android 10.0

RJ45: 1000M network port Wireless WIFI 6: 2.4G+5.8G

8-inch 1080P touch screen

8G RAM + 128G ROM

Software upgrade available via network

Qualcomm Snapdragon 865 eight-core processor, the

super-large core is clocked at 2.8G. with 15T computing power NPU

Audio encoding: aac

Audio bit rate: 64/96/128/192/256Kbps,

Audio sampling rate: 48KHz, 44.1KH

Enter:

Video Input

Resolution

Audio Input

Live Output:

Video



www.streamtechno.com

518, Poddar Arcade, Nr. Surat Railway Station, Varachha Road,
Surat, Gujarat, INDIA M.: 9714088117 / 9913588117

Broadcast
-


